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monitor shall submit an excess emis-
sions and continuous monitoring sys-
tem performance report for any event
when the continuous monitoring sys-
tem data indicate the source is not in
compliance with the applicable emis-
sion limitation or operating parameter
limit.

(9) The owner or operator shall sub-
mit a summary report semiannually
which contains the information speci-
fied in §63.10(e)(3)(vi). In addition, the
summary report shall include:

(i) All exceedences of maximum con-
trol device inlet gas temperature lim-
its specified in §63.1344(a) and (b);

(if)  All  failures to calibrate
thermocouples and other temperature
sensors as required under §63.1350(f)(7)
of this subpart; and

(iii) All failures to maintain the acti-
vated carbon injection rate, and the ac-
tivated carbon injection carrier gas
flow rate or pressure drop, as applica-
ble, as required under §63.1344(c).

(iv) The results of any combustion
system component inspections con-
ducted within the reporting period as
required under §63.1350(i).

(v) All failures to comply with any
provision of the operation and mainte-
nance plan developed in accordance
with §63.1350(a).

(10) If the total continuous moni-
toring system downtime for any CEM
or any continuous monitoring system
(CMS) for the reporting period is ten
percent or greater of the total oper-
ating time for the reporting period, the
owner or operator shall submit an ex-
cess emissions and continuous moni-
toring system performance report
along with the summary report.

§63.1355 Recordkeeping requirements.

(a) The owner or operator shall main-
tain files of all information (including
all reports and notifications) required
by this section recorded in a form suit-
able and readily available for inspec-
tion and review as required by
§63.10(b)(1). The files shall be retained
for at least five years following the
date of each occurrence, measurement,
maintenance, corrective action, report,
or record. At a minimum, the most re-
cent two years of data shall be retained
on site. The remaining three years of
data may be retained off site. The files
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may be maintained on microfilm, on a
computer, on floppy disks, on magnetic
tape, or on microfiche.

(b) The owner or operator shall main-
tain records for each affected source as
required by §63.10(b)(2) and (b)(3) of this
part; and

(1) All documentation supporting ini-
tial notifications and notifications of
compliance status under §63.9;

(2) All records of applicability deter-
mination, including supporting anal-
yses; and

(3) If the owner or operator has been
granted a waiver under §63.8(f)(6), any
information demonstrating whether a
source is meeting the requirements for
a waiver of recordkeeping or reporting
requirements.

(c) In addition to the recordkeeping
requirements in paragraph (b) of this
section, the owner or operator of an af-
fected source equipped with a contin-
uous monitoring system shall maintain
all records required by §63.10(c).

(d) You must keep annual records of
the amount of CKD which is removed
from the Kkiln system and either dis-
posed of as solid waste or otherwise re-
cycled for a beneficial use outside of
the Kkiln system.

() You must keep records of the
amount of CKD recycled on an hourly
basis.

(f) You must keep records of all fly
ash supplier certifications as required
by §63.1350(0).

[64 FR 31925, June 14, 1999, as amended at 71
FR 76552, Dec. 20, 2006]

OTHER

§63.1356 Exemption from new source
performance standards.

(a) Except as provided in paragraphs
(@)(1) and (2) of this section, any af-
fected source subject to the provisions
of this subpart is exempt from any oth-
erwise applicable new source perform-
ance standard contained in subpart F
or subpart OOO of part 60 of this chap-
ter.

(1) Kilns and in-line Kkiln/raw mills, as
applicable, under 40 CFR 60.60(b), lo-
cated at area sources are subject to PM
and opacity limits and associated re-
porting and recordkeeping, under 40
CFR part 60, subpart F.
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